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NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS 

COMPOSED OF CORRUGATIONS AND A SEMISTRUT FOR OPERATION 

By Richard H. Kemp , AndrB J. Meyer, Jr . , and W U i a m  C . Morgan 

An air-cooled  turbine ro to r  blade  consisting of an  internal  part-span 
s t ructural  s t r u t ,  corrugated  cooling  surfaces, and a thin  outer  shell  w a s  
investigated  analytically and experimentally. The effects  on stresses and 
blade  Llfe of v a r s n g  strut   length,   shell   thickness,  and corrugation  di- 
mensions axe presented  graqhically. Blades were fabricated f r o m  two m a t e -  
rial combinations; X-40 and A-286 were used f o r  one combination and 5-816 
and L-605 f o r  the  other f o r  the s t r u t  and shells, respectively. During a 
55-hour run- Fn an  engine at rated speed and temperature,  cracks  developed 
i n   t h e  welded sections of the A-286 shells.  The S-816 - L-605 blades 
w e r e  re la t ive ly  undamaged a f t e r  100 hours at rated speed  with  cooling, 
100 hours at rated speed  without  cooling, and af ter  300 cycles of stop- 
start operation. The cyclic test was designed t o  subject  the  cooled 
blades t o  thermal shock. 

A program to   increase   the   s t ruc tura l   re l iab i l i ty  of experimental a i r -  
cooled  turbine  blades  intended for aircraft   propulsion systems was i n i t i -  
ated at the W A  Lewis laboratory. The first report from this investiga- 
t ion  disclosed a new blade construction (ref. 1). The engine used i n   t h e  
f i r s t  tests imposed higher  centrifugal  stresses  than  occur  in  the  majority 
of conventional  engines;  nevertheless,  the  blades  endured  satisfactorily. 
The same ty-pe of construction was used for  another  series of blades  eval- 
uated i n  another  engine with operation  chmacteristics more closely ap- 
proaching  present-day  conventional j e t  engines. The t i p  speed was sl ight-  
l y   l e s s   t h a n  1200 feet per  second compared with 1300 feet   per  second 88 

previously  reported  in  reference 1. The engine  reported  herein, however, 
has  been known to  impose  more severe  vibratory  exciting  forces on the 
tukbine  rotor  blades than the  engine of reference 1. 
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Analytical  computations were made to   es tab l i sh  the best proportions 
fo r  the various  blade  parts. The outer-shell  thickness,  the  corrugation 
amplitude and pitch, and the  inner-strut  length were varied i n  the cal- 
culations. Blades were fabrfcated  in accordance with the  analytical   re- 
sults and were run i n  an engine at maximum speed and temperature t o  deter- 
mine their   strength.  

Solid uncooled  blades  recently have experienced  leading-edge  cracking 
attr ibuted to thermal stresses and thermal shock (ref. 2 ) .  It has been 
supposed frequently t h a t  t h i s  problem would be more prevalent with cooled UI 

Ip 

blades  because larger temperature  gradients would be present. To gain In- co 
u1 

formation on this  subject, these cooled  blades were subjected t o  a cyclic 
operation known t o  cause  cracking of conventional uncooled b ldes .  

. .  

STRESS AND BLADE-LIFE CO"TA!I'IO.RS 

The construction of  the  blade,  the same as that reported i n  reference 
1, is  shown schematicaLly in  f igure- 1. An exploded view is shown i n   f i g -  
ure 2 which i l lustrates  the  relative  locations of the s t r u t ,  the  corruga- 
tions, and the inner and outer shells. To re ta in  a fair  degree of 
turbine-compressor matching, the cross-sectional  profile at the base of 
the cooled  blade a i r f o i l  was made the same as tha t  of the uncooled blade 
it was to  replace.  The t i p  cross-sectional  area was increased  slightly 
t o  permit escape of the expended cooling air. The etresees were deter- 
mined fo r  a tip diameter of 34.4 inches and a m a x i m u m  speed of 7950 rpm. 
An airfoi l   length of 3.75 inches was assumed. only the  stresses due t o  
centrifugal  force were analyzed. 

Stress Mstr ibut ion   in  Blade 

For the  i n i t i d   s t r e s s  computations,  sheet-metal  thicknesses of 0.020, 
0.005, and 0.007 inch were used for the  outer shell, the corrugations, and 
the  inner  shell,  respectively. The corrugation  amplitude and pitch were 
both held t o  0.050 inch, and a s t r u t  length of 1.77 inches was selected. 
The effect  of varying some of these  factors w i l l  be  considered later i n  
the  report. The centrifugal stress distribution  in  the  blade for the 
above conditions i s  shown in   f igure 3 with the cross-sectional  areas used 
i n  the computations. The cross-sectional area at t h e   t i p  end of the 
s t r u t  i s  assumed equal t o  the sum of the areas of the  shell,  the  corruga- 
tions, and the   s t ru t .  The area used at the  base of the s t r u t  i s  that of 
the s t ru t  alone,  because, at this point,  the  entire  blade i s  supported 
only  through the s t ru t .  Between the s t r u t   t i p  and base,  the assumed ef- 
fective  area  varies  linearly. 

The  maximum centrifugal stress in   the  shel l ,  17,600 p s i ,  I s  at the 
end of the   s t ru t .  Immediately below t h i s  point, the s t r u t  shares the  
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load, and the   s t ress  i s  reduced t o  7800 psi. A t  the base of t he   s t ru t  
the stress bui lds  up t o  23,400 psi,  but  the  blade i s  considerably  cooler 

at the base because of the  lower  temperature in  the  base  region. This 
will be discussed more f u l l y  in the  following two sections. 

- here. The most c r i t i ca l   po in t   i n  the s t r u t  is s l igh t ly  above rather  than 

Spanwise Temperature Distribution 

In order t o  determine the   c r i t i ca l   o r  weakest points   in   the blade, 
the temperature  distribution d o n g  the length of t he  blade must be known. 
These  temperatures  have  not been measured accurately  in   this   par t icular  
cooledblade  design, and, therefore,  the measured temperatures of  con- 
vent iond  sol id  blades were used as a basis f o r  the analysis. The most 
unfavorable  condition  for  the  cooled blades would be  complete fa i lure  of 

would soon a t t a i n  about the same temperature  profile as the so l id  blades. 
This  profile  has been measured by Wrse and Johnston  (unpublished NACA 
data) and is presented in   f i gu re  C herein. 

M the  cooling system;  under these adverse  conditions, the cooled  blade 

3 ,  
I+ 

c> J 
In order to determine the maximum blade l i f e  for  varying blade pro- 

portions, the s t ress - rupture   l i fe   for  the blade materials must be used. 
For the low stress levels  outlined i n  the previous  section,  rupture data 
are not  available  in the l i t e r a t u r e   f o r  the temperature range in  ques- 
t ion.  U s e f u l  information w a s  gained by using  existing data and extrapo- 
l a t ing  as prescribed in reference 3; the results are  presented i n  
figure 5. 

Stress-Rupture L i f e  Along Blade Span 

By using the stresses (f ig .  31, the temperatures (f ig .  4), and the 
material properties  (f ig.  5), the vsr ia t fons   in  l i f e  along  the blade span, 
as shown i n  figure 6, can  be  determined. In the s t r u t  region,  an assumed 
effective area i s  used, as mentioned previously, which takes in to  account 
the share of the load  borne  by the outer shell. In  determining the blade 
l i f e ,  however, the entire  cross  section w&s assumed to  consis t   ent i re ly  
of t h e   s t r u t  material (S-816). This  blade l i f e  i s  somewhat conservative 
since L-605 i s  stronger  in  stress-rupture  than S-816. The two weakest 
points  in  the  blade,  indicated by the minimum poin ts   in  the curves, are 
i n  the outer  shell  a t  the t i p  end of the s t r u t  and i n   t h e   s t r u t  3/4 inch 
above the  platform. The shel l   in   s t ress-rupture  i s  much weaker than  the 
strut ,   but  in  both  places the minimum l ives  are exceptionally long, even 
i n   t h e  uncooled  condition. The s t r u t  could be lengthened, which would 
increase  the shell l ife,  reduce the strut l i fe ,  and more nearly  equate 
the  two lives. For t h i s  engine  application, however, it may be wise t o  
make the  strut   conservative because  vibratory stresses aze highest at 
the base of the s t r u t  and rather l o w  in t he  she l l  near the end of the  
s t ru t .  
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r 
The sharp r i s e  I n  the  temperature prof i le   ( f ig .  4)  near the blade 

base  accounts for   the  minimum s t ru t  l i f e  occurring 3/4 inch above instead 
of at the  base. . 

Effect of S t r u t  Length  and Shell  Thickness on Blade Life 

By assuming the-condition of no cooling a i r   a t   r a t ed  conventional 
engine  conditions,  the  blade  lives were interpolated  for-the  calculated 
s t resses   for  varying s t r u t  lengths. I n  making the  stress  cLLculations, VI Ip 

the external  profiles of the blade , the  corrugation  amplitude (0.050 CD cn 
in .  ) , pitch (0.050 in. ) and thickness (0.005 in.)  , and inner-shell  thick- 
ness ( 0  -007 in .  ) were Etll held constant. The resu l t s  of these  calcula- 
t ions are shown in figure 7 fo r  one outer-shell  thickness (0.020 in . ) .  
Additional  calculations were made i n  which the outer-shell  thickness w-aa 
treated  as a variable, and these results are shown in   l a t e r   f i gu res .  

In   f igure 7, the  stress-rupture life i s  plotted as a functlon of the 
s t rut   length.  The blade-life limit, shown by the  crosshatched  area, is 
bounded  by two sepmate  curves;   the  solid  l ine  represents  the  shell   l ife,  
and the broken l ine  represents   the  s t rut  l i f e .  For a blade  with a s t r u t  
length of 2.16 inches  (the  point of intersection of the two curves),  the 
s t r u t  l i f e  is the same as the   she l l   l i f e   (po in t  A, f ig .  7 ) .  For a blade 
with a s t r u t  length of 2.50 inches,  the shell l i f e  is 46,000 hours, where- 
as the s t r u t  l i f e  i s  8000 hours. The s t r u t  i s  therefore weaker and hence . 
determines  the  blade l i f e  (point B) . A t  a s t r u t  length of 1.55  inches 
the  shel l  is weaker than  the  stru-f; and gives a blade l i f e  of 4000 hours 
(point C ) .  I f  a strut   length below 1.10 inches is considered,  the blade 
l i f e  will s t i l l  be  determined by the low point   in   the  shel l - l i fe  curve; 
for  t h i s  reason,  the  crosshatching  extends  horizontally t o  t he   l e f t .  The 
maximum blade l i fe   poss ib le  would be 12,000 hours a t   t h e  optimum s t r u t  
length of 2.16 inches. For  comparative  purposes, the  standard  solid  blade 
fo r   t h i s  engine when operating a t  the same ternperatme  as  assumd  for  the 
cooled  blade has a theoretical  l i f e  of approximately 13,000 hours 
( re f .  2 ) .  

II 

The resu l t s  of the  calculations i n  which the  outer-shell  thickness 
is assumed t o  be a variable are shown i n  figures  8(a) and (b). Four 
curves for  different  outer-shell-thicknesses,  ranging from 0.005 t o  0.30 
inch,  are needed to  represent  the s t r u t  l ives .  * A  single curve represents 
the  shel l   l i fe ,   s ince the  s t ress  i n  the  shell  i s  independent of the 
thickness i f  the  cross-sectional  area of the she l l  does not  vary  along 
the  length of the  airfoil .   Figure  8(a) shows that the optimum s t r u t  
length  increases  as  the  shell  thickness  decreases. I n  addition,  the 
maximum blade l i f e  greatly  increases  with  decreased  shell  thickness. 
Blade l i f e  is also extremely  sensitive  to s t r u t  length.  For example, 
with a 0.005-inch-thick shell, the optimum s t r u t  length i s  2.56 inches; 
i f  the s t r u t  length i s  only  1.88  inches,  the l i f e  i s  reduced t o  only 
one-tenth  the maximum value  attainable  with  this shell tlaicknese. 
Overlength s t r u t s  are  not  as  detrimental  as s t ruts  which are short. 
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Since all blade  variations of this  design  are so conservative i n  
regard t o  l i f e   i n   t h e  engine  investigated,  the  effect of ra is ing  the com- 
plete  spanwise  temperature p ro f i l e  l@ F w a s  considered. The new blade- 
l i f e  diagram is  constructed in   f igure  8(b) .  The plots  appear quite simi- 
lar t o  figure  8(a),  but the  ordinate  values  in figure 8(a) are 10 times 
higher  than  those in   f igure   8 (b) .  The  optimum strut   length is 2.22 inches 
for the  blade  with a 0.020-inch-thick she l l  and results i n  a blade l i f e  of 
1000 hours.  This  blade l i f e  i s  reduced by a factor of 1 2  for   the 1W0 F 
higher  temperature. 

The effect  of outer-shell  thickness is observed more d i r ec t ly   i n   t he  
suuunarizing curves in   f i gu re  9. In view of the long stress-rupture  l ives 
indicated in   f igures  8 and 9, it is informative t o  determine  the  stress- 
rupture saf'ety factors  at the   c r i t i ca l   s ec t ions   i n   t he  strut and shell. 
This  can be done by  comparing the  actual  blade stresses with  the  stresses 
f o r  rupture  in 1000 hours for  the  blade materials a t   t h e  presumed oper- 
ating  temperatures.  This  information is  contained i n   t a b l e  I for   the  
material combination  of 5-816 ( s t ru t )  and L-605 (shells and corrugations). 
Two se t s  of temperature  conditions w e r e  again  msmed;  the normal span- 
wise  temperature  profile of the  standard uncooled blade and a prof i le  
raised loOo F from the normal temperature a t  every  span  location. The 
data shown represent  the  stress  conditions for the  optimum s t r u t  length 
f o r  each shell  thickness and temperature  distributfon. For each of the 
two temperature  conditions  the 1000-hour rupture  stress f o r  the material 

actual  operating  stress at the   c r i t i ca l   sec t ion  t o  give  the  stress  safety 
factor.  Table I shows that  appreciable  increases i n   r e l i a b i l i t y  can be 
theoretically achieved by reducing  the  outer-shell  thickness. However, 
many other  factors such as vibration  susceptibil i ty,  lack of impact re-  
sistance, and welding  problems along the  leading and t r a i l i n g  edges 

,severely limit the  reduction of outer-shell  thickness. 

- at  the  operating  temperature of the   c r i t i ca l   sec t ion  is divided by the 

Variation of  Blade Weight f o r  Various S t ru t  Lengths 

In  the  preceding  section it was shown that  the  blade  design was very 
conservative.  Other  advantages  might be gained by compromising the  excess 
strength. One such advantage might be an  appreciable  reduction i n  blade 
weight. Computations w e r e  made of the weight of the  cooled  blade, and the 
resul ts   are  shown in   f igure  10. The blade weight i s  given  as a function 
of the s t r u t  length and the shel l  thickness.  Relatively  large changes i n  
either  the s t r u t  length or the  outer-shell  thickness do no t  appreciably 
affect  the  blade  weight. 

- For the  cooled  blade with R 0.020-inch-thick s h e l l  and optimum 
strut   length (2.16 in . ) ,   the  blade w e i g h t  would be 0.55 pound (f ig .  10). 
For the  blade with a 1.77-inch  strut ,   tested  in  the  engine,   the weight 
was only  reduced 0.03 pound per  blade t o  0.52 pound. Halving the  outer- 
shell  thickness t o  0.010 inch and again  using  the optimum s t ru t   l ength  

- 
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(2.45 in .   for   th i s   case)  o n l y  reduced the  t o t a l  blade weight 0.01 pound. 
For comparative  purposes, the  solid  standard  turbine blade f o r  this par- 
t i c u l a r  engine  has  an  average  weight of 0.60 pound. 

The advantage of weight  reduction by shortening  the s t r u t  i s  offset  
by  increased  centrif'ugal  stresses i n  the   she l l   ( f ig .  11). and increased 
shear  stresses i n  the  braze  (fig. 1 2 ) .  Shortening  the s t r u t  lowers t h e  
stresses in the s t r u t  b u t  increases the stresses a t  t h e  critical point 
i n   t he   she l l  at a much fas te r  rate. The shear  stress at the  brazed  joint 
also increases  with  shortening of the   s t ru t .  With struts  longer  than 1~ 1 

inches  the  shear stresses are  very  conservative,  but  for s t r u t  lengths 

shorter than 1- inches  these  shear  stresses  increase at a very  rapid rate 

with  further  shortening. The ultimate  shear strength of the  braze at 
1200° F is  approximately 30,000 ps i  (ref. 4 ) .  The values of figure 1 2  
a re  based on 100-percent effective  shear area, however, and, because of 
machining tolerances and the complexity of braze  technique, 100 percent 
cannot be guaranteed. From 50 t o  75 percent  can be re l ied  upon fo r  de- 
sign purposes. 

1 
2 

In consideration of the  important  factors,  shortening of the s t r u t  
t o  achieve  the slight weight  reductions  does  not  appear t o  be  warranted 
i n  view of the  sizable  increases  in stresses of other  blade components. 

Effect of  Various  Corrugation Amplitudes 

A ser ies  of s t ress  computations and plots  similar to   f igure 8 was 
completed f o r  several  different  values of corrugation  amplitude. From 
these  graphs  the maximum blade l i ves  corresponding t o  the optimum s t r u t  
lengths were determined-for a constant  corrugation  pitch of 0.050 inch. 
The information is  summarized in   f igure  13(a) for  the  temperature  pro- 

higher. The straight  horizontal  parts  of  the  curves  occur where the  
s h e l l   l i f e  alone  controls  the  blade  l ife.  - 

' f i l e  of  uncooled blades and i n  figure 13(b)  for  temperatures 100' F 

Reductions i n  corrugation  amplitude  increase  blade l i f e  by reducing 
corrugation  weight,  increasing  the  strut  cross-sectional mea and, thus, 
reducing  the  centrifugal  stresses. The effect i s  appreciable, as noted 
i n  the curves;  but,  reduced  cooling  efficiency,  increased  pressure  drop, 
and the tendency f o r  the smaller-passages to become blocked l i m i t  the 
amount tha t   the  amplitude  can  be feasibly reduced (ref. 5) .  

Effect of Varying the  Pitch of Corrugations 

Similar  computations were also made with  corrugation  pitch ae the 
variable, and the amplitude  held  constant a t  0.050 inch.  Outer-shell 
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thicknesses of 0.010 and 0.020 inch were assumed. Figure 14 shows the 
resul ts  f o r  both  the normal and 100° F above normal uncooled  temperature 
prof i les .  The effect  is not  as pronounced as varying  the  amplitude. 
The larger  the  pitch,   the  longer will be the b lade   l i f e .  This effect  is  
due t o  the  decrease  in the w e i g h t  of the  corrugatidns as the pitch is 
increased.  Caution must be  exercised, however, when increasing  pitch, 
because the  braze  shear  area  carrying  the outer  shell is inversely  pro- 
portional t o  the  pitch.  When the pitch is increased,  the nuniber of cor- 
rugation  apexes, which axe the  points or  l i n e s  of contact between the 
corrugations and the shell and s t ru t ,  i s  reduced. The effect  on the  
cooling  characteristics is discussed i n  reference 5. 

BLADE CONSTRUCTION AND " E S L A L S  

Blades were fabricated  using two different  combinations of materials. 
One of these  combinations, L-605 (Haynes No. 25) f o r  the shells and cor- 
rugations and S-816 f o r  the s t r u t ,  has  already been discussed i n   t h e  de- 
sign  analysis  portion of this report. The selection of these materials 
was governed by physical  strength  characteristics  (6hort and long times) 
and fabrication  technique  requirements  such  as  formability,  weldability, 
and brazabili ty.  The L-605 was used i n  the form of f u l l y  annealed  rolled 
sheet, while the 5-816 s t r u t s  were fabricated by  machining from standard 
S-816 forged  turbine  blades. This necessitated a reduct ion  in  strut 
length from the optimum value of 2.16 inches  to a practical  value of 
1.77  inches. The blade components were assembled with a  high-temperature 
braze composed of 20 percent chromium, 10 percent  silicon, 1 percent  iron, 
and the balance of nickel. 

In addition  to the previously  described material combination, blades 
were a lso  m a d e  using  cast X-40 s t ru t s  and A-286 shells and corrugations. 
Although the stress-rupture  properties of these materials are  somewhat 
infer ior  to those of the 5-816 - L-605 combination in  the  temperature 
range t o  which the  materials would be  subjected,  certain  advantages sug- 
gested their inclusion  in  the program. For example, the use of X-40, a 
casting  alloy,  simplifies  the  fabrication  procedure f o r  producing the 
strut, while the  use of A-286 f o r  the she l l s  and corrugation6  consider- 
ably  reduces the strategic  alloy  content of the completed blade, an im- 
portant  consideration f o r  missiles or  expendable  engines. 

The fabrication  procedure for these  blades is  substantially the same 
as that which is  discussed i n  reference 1. Briefly, the outer shells 
(0.020 in.   thick,   f ig.  2) are  stretch-formed i n  halves and are  first 
brazed t o  their respective  corrugations and inner shells in   d i e s  which 
hold  the parts i n  contact with each  other. A so f t  fibrous  refractory 
padding material is used  between the dies and the- sheet  metal  parts t o  

pressed from 0.005-inch-thick  material with a pitch and an  amplitude of 
0.050 inch  each. The inner shells w e r e  press-formed from 0.007-inch- 
thick stock. 

- assure a uniform pressure  while  being  brazed. The corrugations were 
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The assembled suction and pressure  halves  are  brazed  to the s t ru t ,  
again by using  refractory padding and clamping dies. The leading and 
t r a i l i n g  edges are shielded-arc-welded  wlthout a f i l l e r  rod, and a sheet- 
metal  cover which forms the blade  platform and cooling air s e d  is  f i t t ed  
t o  the bottom  of the  outer  shell .  This cover i s  brazed t o  the blade i n  
a t h i r d  brazing  cycle. The brazing  cycle  consists of heating t o  18000 F 
and holding fo r  10 minutes,  ,followed by rapid  heating  to 2130' F i n  a 1- 
t o  4-micron  mercury vacuum  and holding f o r  15 minutes. As a final s t ep ,  
the  t i p s  of the  blade are trimmed t o  length. 

. 

ENGINE I N S T U I O N  

The cooled  blades were operated i n  a turbojet  engine  having a tur- 
bine   t ip  diameter of 34.4  inches and a turb ine   t ip  speed of 1195 f ee t  
per  second. 

Two methods of mounting the cooled  blades i n  the rotor were employed. 
The first method is shown i n  figure 15, and a close-up view is shown i n  
figure 16. Two blades of the X-40 s t r u t  - A-286 shell  combination were 
operated i n   t h i s  manner. A serrated hollow d u g  occupies the space  ordi- 
narily  taken by two standard blades. The slug was designed t o  f l o w  the 
investigation of a wide variety of different  root  attachments. The aer- 
rated  base of the cooled  blade s t ru t   i n   t u rn  mates with  serrations  cut 
on the  inside of the slug. The cooling a i r  i s  fielivered t o  the bottom of 
the hollow slug and i s  kept from escaping by the sheet-metal r i m  cap 
brazed t o   t h e  base of t he   a i r fo i l  and t o  the  top and ends of the slug. 

.9 

.I 

Two blades of the S-816 s t r u t  - L-605 shell combination were mounted 
i n  the rotor  as shown i n  figure 17. I n  this case,  the slug base waa 
eliminated, and the serrated s t r u t  of the cooled blade was inserted di-  
rec t ly   in to  the rotor  serration. A sheet-metal r i m  cap (f ig .  18) wa8 
brazed to  the  base of  the a i r f o i l  and bent over the rim of the rotor where 
attachment was completed by welding. The two  adjacent  standard  solid 
blades were grooved s l igh t ly  under their  platforms so as t o   s l i d e   m e r  
and t igh t ly  seal the  sheet-metal platform of the cooled  blade. This meth- 
od of mounting the  cooled test  blades  in. the  rotor is the same a8 that 
described i n  reference 1. 

Cooling a i r  w a s  supplied to   the  blades by means  of tubes welded t o  
the  downstream face of' the  wheel as shown i n  figure 15. The cooling a i r  
supply  tubes  entered  a plenum chamber a t  the center of the wheel; in f ig-  
ure 15 the cover p la te  of this chamber has been removed. An external 
source of air was connected t o  the plenum  chamber by means of the syatem 
shown i n  figure 1 9 .  Air is  introduced a t  the  front of the  englne  into a 
tube  passing  through  the  center of the  engine  to the plenum  chamber on the 
turbine wheel. A t  the  position where the rotating  tube  extends into the 
stationary housing, a double  labyrinth seal is  provided. Leakage of blade 

" 
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cooling air is held t o  a negligible quantity by providing air from a 
separate  source to   the   cen ter  of the seal a t  the  same pressure  that  ex- 
ists inside  the  housing.  Static-pressure  taps  in  the center of the  seal 
and i n   t h e  housing  permit this  balance  to be effected. The quantity of 
cooling air supplied  to  the blades could  therefore  be m e a s u r e d  accurate- 
l y  by means of a f l a t -p l a t e   o r i f i ce   i n s t a l l ed   i n   t he  air l i n e  according 
t o  ASME specifications. 

TEST PROCEDURE 

Engine operation of t he  cooled blades of the X-40 - A-286 combina- 
t i on  was  l imf ted   to  a steady-state endurance test  at rated engine  speed 
and a turbine-inlet gas temperature of 1650° F. The cooling  airflow  to 
each of the cooled  blades w a s  set at 2 percent of t he  combustion gas mass 
flow handled  by  each of 96 blades of the  engine at rated  conditions. 

m i n e  operation of the  cooled blades of the  S-816 - L-605 combina- 
t i on  was  divided  into  three  pasts. The first part  consisted of a steady- 
state endurance operation a t  rated speed and an inlet gas  temperature of 
1650° f o r  100 hours. Of t h i s  t i m e ,  33 hours w e r e  obtained wi th  a cooling 
airflow t o  each  cooled  blade of 5 percent. "he last 67 hours were obtained 
with a cooling airflow of 2 percent. Again, the  airflow  values refer t o  
the  percent of the  combustion gas mass flow  handled  by  each of 96 blades 
of t he  engine at rated conditions. The second par t  of the  operation of 
these blades consisted of cycl ic   s tar t ing and stopping of t he  engine with 
occasional  short  runs up t o  rated speed as a rough  check on the s t ructural  
soundness  of the  blades. The cooling  airflow was maintained always at 2 
percent of t he  gas mas8 flow  handled  by each blade of the  engine at rated 
conditions. The engine was  started i n  the normal manner and accelerated 
to idle speed, which w a s  held  for 5 minutes.  Fuel t o   t h e  engine was  shut 
off instantaneously, and, after rotat ion ceased, the  engine was allowed 
t o  stand  for 20 minutes w€th the cooling a i r  f l o e n g .  The blades were 
therefore  subjected  to a themal-shock cycle, probably somewhat more 
severe than  they  normally would encounter if  they were supplied by com- 
pressor bleed air. A t  intervals of 50 cycles  the  blades w e r e  inspected 
f o r  cracks by a penetrant-oil method. 

For  the  third  part  of the  operation,  the S-816 - L-605 combination 
blades w e r e  subjected t o  endurance-running far a period  of 100 hours at 
rated speed and tairpipe  temperature with the cooling air t o  the blades 
completely  shut off. This was done to   obtain some indication of the 
strength of the  blade when operating at actual metal temperatures s i m i l a r  
t o  those that would be  encountered if the blades were operated with cool- 
ing air i n  an  engine with & much higher turbine-inlet temperature. It i s  
recognized tha t   t he  uncooled operation will not  produce the  ident ical  t e m -  
perature  pattern that would be experienced by the cooled blade at advanced 
turbine-inlet temperature and,  hence, would not simulate the thermal 
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stress  condition. However, it i s  believed  that Ell1 other  loading  condi- 
t ions are simulated to a f a i r  degree and tha t  a 100-hour survival would 
be a good indication of the  s t ructural   in tegri ty  of the  design. 

X-40 Strut  - A-286 Shell Combination 

Two blades of this   type were operated i n  a steady-state endurance 
run at rated  speed and t a i lp ipe  temperature wtth 2-percent  cooling air. 
After 55 hours and 37 minutes of rated  operation, a cooling air supply 
tube  on the  face of the rotor  tore  loose and terminated  the test  run. 
A photograph of the two blades  after  the  engine  operation is  presented 
in   f igure 20. Although the blades w e r e  s t i l l  serviceable,  there w a s  
evidence of deterioration as shown in the photograph.  Essentially two 
types of damage are  evident; one i s  due t o  impact and the  other is  due 
t o  weld-cracking. The impact damage i s  prominent only on the  suction 
surface  near  the  leading edge. Markings in   this   area  indicate   that   the  
foreign-particle  size  varied from small par t ic les  which barely  nicked  the 
surface  to  those  large enough to-indent  the shell aa much as 0.030 t o  
0.050 inch.  This  type  of damage  was not  obtained when the same combina- 
t ion  of blade  design  and  shell  thickness was operated i n  a different en- 
gine in   the  same test  stand  (ref. 1). A possible  explanation may be the 
formation of hard carbon par t ic les   in   the  combustion chambers of the en- 
gine used herein. 

The second  type of damage noted'was  cracking in tfie welds of the 
leading and t r a i l fng  edges. In  t h e   t r a i l i n g  edges of both  blades,  cracks 
s t a r t ed   i n  the  weld a t   t h e   t i p  and progressed downward. from 1/2 to 3/4 
inch. On the  leading edge of both  blades, a crack-star ted  in   the weld 
2 inches from t h e   t i p  and progressed in   t he  chordwise direction  approxi- 1 
s 

mately  inch on the  pressure  surface. On the  leading edge of blade B 

( f ig .  201, a crack  started  in  the w e l d  a t   t h e   t i p  and progressed downward 
about 1 inch. A s m a l l  portion of the  shel l  at t h e   t i p  wa8 subsequently 
l o s t  as can be noted in   f i gu re  20. Also, small cracks in the  r i m  cap are 
evident. 

l. 

Although the  s t r u t s  or the main load-carrying member of these  blades 
were probably sound and the  shell  cracks  could have  been repaired, no 
further running was done with  these blades. 

5-816 Strut - L-605 Combination 

P cn 
(D 
VI 

Steady-state endurance operation  wtth  cooling  air. - Two blades of 
this   type were operated, as noted  previously, under two different sets 



NACA RM E57G25 

Lo cn 
In 
d 

- 
of conditions. They were first subjected  to  steady-state endurance  oper- 
ation at rated speed and temperature fo r  100 hours. The first 33 hours 
were run at a coolant-flow  value of 5 percent; the remaining 67 hours 
w e r e  run at a coolant flow of 2 percent. A photograph of one  of the 
blades  after the steady-state  endurance  operation i s  shown i n  figure 17 .  
Some indenting  of the shell at the leading edge on the suction  surface 
w a s  noted. Again, it is  suspected that the  foreign  particles  responsible 
were hard  carbon formed i n  the combustion chhbers .  A small crack was 
again  evident i n   t h e  r i m  cap of ,  each  blade i n  the trailing-edge  region. 
It is believed that these cracks resulted from stresses induced by the 
blade  repositioning itself in  the  serration  during  running.  Since the 
r i m  cap was welded to the  r i m  of the w h e e l  while stationary, stresses 
would be imposed when the blade shifted because of the centrifugal  forces. 
This is a minor item associated  only wlth the par t icular  way i n  which the 
blade was mounted i n  t h i s  wheel. In  a full-scale  design this problem 
would not exist. In all other  respects, the two blades w e r e  i n   ve ry  good 
condition a t  the end of the 100 hours. 

- 

Cyclic  endurance  operation. - Af te r  the  lo0 hours of steady-state 
endurance  operation, the same two blades (without  reworking of any kind) 
were subjected to a cyclic  operation to obtain  an  indication of their 
resis tance  to  thermal  shock. The cycle  consisted  basically of s ta r t ing  
and stopping the engine i n  the normal manner while maintaining, at all 
times, a coolant  flow of 2 percent  (based on the engine mass flow  per 
blade at rated  conditions). The engine was  allowed t o  remain a t  rest fo r  
20 minutes  before the next start t o  ensure the return of the blade t e m -  
pera ture   to  room value.  Inspection a t  re&- intervals  consisted  of 
visual and penetrant-oil  surveys. I n  addition, the engine was operated 
br ie f ly  at rated  conditions at regular intervals as a further check on 
the s t ructural   in tegri ty .  A t  the end. of 300 cycles of operation the 
blades were s t i l l  i n  good condition  as shown i n  figure 21. This photo- 
graph i s  a combined natural-light and black-light  double  exposure  to. show 
the results of the final  penetrant-oil  inspectioh. V e r y  small indications 
are noted d o n g  the leading edge of  blade A. It i s  doubtful that these 
are actual  cracks;  they are probably false indicatfons  caused by irregu- 
larities i n  the surface produced  by foreign-particle  impact. The white 
spot at the t i p  of blade A near the t r a i l i n g  edge is def ini te ly  a false 
indication. 

Leading-edge  cracking of so l id  blades induced  by thermal cycling has 
been a problem i n   t h e  engine i n  which the cooled blades were operated. 
Many standard  solid  blades have shown evidence of cracking in the same 
t i m e  of operat ion  to  which the cooled blades w e r e  subjected (ref. 2). 
The f i n d  condition of the cooled  blades after both the steady-state and 
cyclic  operations  indicates a resis tance  to  thermal shock which i s  a t  
l e a s t  comparable to ,  if not better than, the standard solid blades. 

Steady-state endurance operation  without  cooling air. - After the 
steady-state  endurance  operation wlth cooling a i r  and the cyclic 
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endurance  operatton,  the same two blades were operated fo r  100 hours at 
rated s p e d  and ta i lpipe temperature with the  cooling air completely  shut 
of f .  A t  the  end of the 100 hours,  the  blades were still  i n  goad condi- 
tion except  for  the minor indentations on the  leading edge caused  by 
foreign-particle impact as discussed  previously. The excellent  operating 
experience  obtained with the two blades in all three modes of operation 
indicates good structural   integrity of the design and suggests  coneider- 
able promise f o r  op-eration i n  an engine bavtng advanced turbine-inlet 
temperatures. 

CONCLUDING REMARIB 

For the type of cooled  blade  design  described  herein,  the stresses 
and, consequently,  the  blade  llves fo r  the temperature  profile  analyzed 
are  extremely  conservative.  This f ac t  can be u t i l i zed   in  four w a y s .  
(1) The high safety  factors  existing at normal temperatures would S J l o w  
a  nonreplaceable  type of blade  attachment t o  be  used which-t .if fully 
exploited, should produce a large  .savings in the.'w&ght of the  turbine 
assembly. (2)  The blade  temperature  can  be  allowed to increase commen- 
surately x i t h  higher than normal i n l e t  gas  temperatures. (3) The amount 
of cooling air needed for the  turbine  rotor  blades can  be  reduced for a 
given inlet gae temperature. (4) Less crit icel   materials can  be used .... 

for blade constructir511, p d i c u l a r l y  -f or expendable"missii-e-type 
applicationB . 

. "  

. . . . - . . - 

" . " - 

SUMMARY OF RESULTS 

An air-cooled blade design  having combined features of t he   s t ru t  and 
the  shell-supported  types was stress-analyzed and then fabricated and 
operated in a  turbojet  engine  having a 34.4-Inch turb ine   t ip  diameter and 
a t u rb ine  t i p  speed of 1195 feet   per second. 

In  the  stress  analysis  the  fallowing results w e r e  obtained fo r  the 
S-816 s t ru t  - L-605 shel l  combination and an assumed spanwise  temperature 
distribution: 

1. The blade l i f e  is dependent on the  strut   length and reaches a 
maximum at  a particular s t r u t  length  for a given shell thickness. 

2. The blade l i f e  can  be increased markedly by decreasing  the  outer- 
shell  thickness o r  decreasing  the  corrugation  amplitude or  both. The ef- 
f ec t  of varying the  corrugation pitch was not so pronounced. 

3. For the  particular  turbojet  engine chosen, it was calcmated  that ,  
fo r  a 0.020-inch-thick shell ,   the optimum strut   length would be 2.16 
inches, which would give a maximum l i f e  of 12,000 hours a t  conventional . 
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blade  temperatures. If the  blade  temperature level was  increased by 
looo F, the  blade  configuration would optimize at a s t rut ' length of 2.22 
inches  with a l i f e  of loo0 hours. 

Blades of two different material combinations w e r e  fabricated and 
operated i n  the turbo jet Kith the following results : 

1. Two blades  having  cast X-40 s t ru t s  and A-286 shells w e r e  operated 
f o r  approximately 55 hours at rated speed and temperature  with  2-percent 
cooling air .  A t  the  end of t ha t  t i m e  both blades showed deterioration 
i n  the form of foreign-particle impact  and  cracking of t he  weld dong the 
leading and t r a i l i n g  edges. 

2. Two blades  having S-816 forged  struts and L-605 shells were oper- 
ated f o r  100 hours at rated speed and temperature. Operation f o r  33 hours 
was a t  a cooling flow rate of 5 percent and f o r  67 hours a t  2 percent. A t  
t he  end of the 100 hours,  the blades w e r e  still i n  good condition  except 
f o r  minor indenting of the  suction surface near the leading edge due t o  
foreign  par t ic le  impact. The w e l d s  were i n  good condition. 

3. The same blades which were operated  for 100 hours w e r e  subjected 
t o  a cyclic  endurance  operation  consisting  of  starting and  stopping  the 
engine t o  produce  thermal-shock conditions. A t  the  end  of 300 cycles, 
the blades w e r e  s t i l l  i n  good condition  except  for  the minor impact 
indentations. 

4. The same two blades w e r e  also subjected t o  100 hours of steady- 
state endurance  operation at rated  engine  speed  and  temperature with the 
cooling air shut off. After the  100 hours of operation,  the  blades w e r e  
still in good condition  wlth  the  exception of t he  minor indenting  of  the 
leading edge. 

Lewis Flight  Propulsion  Laboratory 
National  Advisory Comaittee f o r  Aeronautics 

Cleveland, Ohio, August 8, 1957 

1. Meyer, Andre' J., Jr., Kemp, Richard E., and Morgan, W i l l i a m  C.: De- 
sign and  Engine h rdus t ion  of a Semistrut  Corrugated  Air-Cooled Tur- 
bine Blade f o r  Operation at a Tip Speed of 1300 Feet  Fer Second. 
NACA RM E57D29, 1957. 

2. Springsteen, D. F., Gyorgak, C. A.,  and Johnston, J. R.: Origin and 
Development of Leading-Edge Cracks i n  Turbo je t  Engine  Buckets. N U A  
'RM E57C12, 1957. 



14 - -  NACA RM E57G25 

3. Manson, S. S., and Brown, w. F . , Jr. : Time-Temperature Relations for 
the  Correlation and Extrapolation of Stress-Rupture Data. Proc. 
MTM, v01. 53, 1953, pp. 693-719. 

4 .  Russell, Walter E., and Wisner, John P.: An Investigation of High- 
Temperature Vacuum and Hydrogen Furmice Brazing. NACA TN 3932,  1957. 

5. Slone, Henry O. , -Hubbar t t ,  James E., and Arne, Vernon L. :  Method 
of Designing  Corrugated  Surfaces Having M a x i m u m  Cooling  Effective- 
ness  Within  Pressure-Drop  Limitations f o r  Application t o  Cooled 
Turbine  Blades. NACA RM E54H20, 1954. 



. . . . . . . . . . . 

Crltical  strees 
locatfon 

In strut for  - 
O.0lO-In. 
shell 

0.020-In. 
shell 

0.030-In. 
shell 

In  shell f o r  - 
0.010-In . 

shell  
0.020-In. 
shes2 

0.030-In. 
shell 

.. . . . .  .. . . . .  

, 

ktual operating 
stress at 

:rltlcal  section 
for normal 

temperature , 
Psi 

18,200 

=,o@J 

12,400 

15,000 

19,600 

1ooo-Hour 
rupture 
stress 

f o r  normal 
muperatwe, 

Psi 

30,500 

30,500 

30,500 

Kress safety 
factor for 

nol.mal 
temperature 
mB 1000-hour 

operation 

1.68 

1.41 

1.22 

1.82 

1.47 

1.20 

ctual operating 
s t ress   a t  

r i t i c a l  section 
far tempera- 
ture 1.00~ F 

a w e  normal, 
Psi 

18,200 

21,800 

25,900 

12,400 

14,500 

18,100 

looO-HOUr 
rupture  stress 

1000 F ' above 
normal at 
critical. 
section, 

for temperature 

PSI 

P ,800 

21,800 

2l,800 

15 ,700 

15,000 

16,400 

4595 
. . .  

ttrees safety 
factor  for 
;emperature 
.oOo F above 
normal and 

how6 

1.20 

1 .oo 

.a4 

1.27 

1.m 
.91 



16 NACA RM E57G25 

Figure 1. - Ab-cooled blade aonstructidn. 
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0 1 2 3 
Dietance  from blade platform,  in. 

Figure 3. - Centrifugal stress and are8 d la t r lbu t ion  
along cooled blade span. 
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Figure 4. - Temperature  distribution d o n g  span of uncooled 
solid  blade  at  rated  conditions of conventional  engine 
(unpublished NACA data) . 
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Figure 5. - Mrapolated stress-rupture  properties of codea blade UIStCrlah. 
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Figure 6. - Stress-rupture-life variation along span of cooled  blade 
f o r  assumed temperature  profile.   Strut   length,  1.77 inches;  outer- 
shell thickness, 0.020 inch. 
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Figure 7 .  - Variation l a  blade life vlth etrut length for 0.020-Inch outer-shell thickness. 
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Strut Length, in. 

(a) KO- uncooled bladc temperatures. 

Figure 8. - Variation i n  blsde W e  for  various outer-shell thicknesses 8nd Strut lengths. 
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Strut Length, in. 

(b) Temperatures lC@ F higher than normal. 
Figure 8. - Concluded. Variation l a  hladc l i f e  for various o u t e r - s M l  thiCkUeEBe8 

and s t r u t  lengths.  
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Figure 10. - Va;riatione i n  t o t a l  blade weight for 
different  outer-shell  thicknesses and s t ru t  
lengths. 
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Figure ll. - Centrifugal  stresses in shell and strut for 
various strut  lengths. 
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Corrugation  amplitude, in. 

(a) KO& temperature of unmded blade. 

Figure 13. - Effect of corrugation  amplltude  on maximum blade streas-rupture l i fe .  
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Corrugation amplitude, i n .  

(b) Temperature loOo F higher than normal.. 
Figure 13. - Condude&. Effect of corrugation  amplitude on maximum blade s t reaa-  

rupture  1-e. 
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Figure 14. - Effect of cnrrugatlon  pitch on maximum blade stress-rupture l l fe .  
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Figure 17. - S-816 - L605 blade after 100 hours of operation w i t h  cooling air. - 
c 



35 

c 



Blnde 

a i r  
Carling 

t 

.. . . . 

1 

.. . . 



NACA RM E57G25 33 

Figure 16. - Photograph of cooled blade before operation. Blade materials: ehelle, 
A-286; Strut, X-40. 
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- S-816 - L605 blade after 1w hours af operation with cooling air. - 
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C& 564 6 

Figure 18. - Sheet-metal  rim-cap  construction. 
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Figure 20. - A-286 - X-40 bladee after 55 hours of operation a t  turbine-inlet 

gas temperature of 1~50’ F. 
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